MODEL ASKD 100-800 SERIES OEM RADIO CONTROLS

Developed for industrial OEM applications
requiring up to 1000 ft operational range. Up
to eight pre-programmed functions per
customer specification. Interface to OEM
electronic controls is simplified with factory
installed, direct-plug connectors (shown).
Optional pre-wired solenoids are available
for Pneumatic, Hydraulic, or Electro-
mechanical control interface as required
(also shown). Modular components allow for
easy installation and field replacement.

All BASE Engineering products are backed

by a four-year full replacement warranty and
24/7 lifetime product technical support.

HANDHELD TRANSMITTER SPECIFICATIONS

FREQUENCY OF OPERATION ----------- 433.92MHz (869, 902-928 and 2.4GHz FHSS available)

METHOD OF TRANSMISSION ------------ 56 bit DES encryption key

CONSTRUCTION Rugged weatherproof aluminum enclosure

ANTENNA Externally mounted helical

NORMAL RANGE Up to 1000 feet (higher power available)

TEMPERATURE SPCIFICATION ---------- Minus 20 Fto 185 F

BATTERY LIFE 300 hours of continuous use w/flashing Low Battery LED indicator
BATTERY TYPE Common ‘AA’ included (rechargeable transmitter available ASKR)
DIAGNOSTICS RF activity LED and Low Battery indicator

FCC APPROVAL # N8KJ8T6J11 (non-licensed)

LOW-POWERED - INTRINSICALLY SAFE FOR USE IN HAZARDOUS ENVIRONMENTS (Class 1, Div 2, Group “D”)

EQUIPMENT MOUNTED RECEIVER
SPECIFICATIONS

POWER SUPPLY ----nnmmmmmmmmmcmceeee 12/24VDC (Optional 120VAC systems available)

CURRENT LOAD -----=--=nmmmmmmmm e Up to 4 Amps @ 12VDC per channel or 8 Amps total

CONSTRUCTION ------mmmmmmmmmmmmmeeae IP67 rated, impact resistant polycarbonate (can be mounted externally on machine)
ANTENNA Externally mounted to receiver (optional coax and remote mount antenna available)
WIRING CONNECTIONS -------------- Pre-wired to OEM requirements, quick connect fittings supplied

PROGRAMMING MODES ------------- Up to 8 programmable channels including: LATCHED, MOMENTARY,

SAFETY LATCHED, CHANNEL INTERLOCK, CHANNEL DELAY, QUERY
(custom OEM programming available)

DIAGNOSTICS RF activity LED and Power On indication

SERIAL COMMUNICATION ---------- Optional digital interface to OEM multiplex machine network (ASKR series)

BASE Engineering is a US DOT DCE (design certifying engineering) facility. Our products are built to rigid electrical
and mechanical codes and comply with North American and European ROHS lead-free design criteria.
BASE Engineering design/builds to specialized OEM requirements.
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MODEL ASKD 100-800 SERIES OEM RADIO CONTROLS

OPTIONAL CONTROL SYSTEM HARDWARE

Designed for quick-connect to ASKD system and truck chassis
BASE Engineering provides complete ‘turn-key’ systems with all required hardware for interface to LPG bobtail

delivery trucks and full technical support for the life of the product. These accessories have been designed and
built specifically for LPG applications and include all required interface instructions

Modular pneumatic solenoids Hose reel reverser module Mechanical actuators (air&electric)

Extended coax antenna connections Engine kill relays Air-brake system arming switch

BASE Engineering is a US DOT DCE (design certifying engineering) facility. Our products are built to rigid
electrical and mechanical codes and comply with North American and European ROHS lead-free design criteria.
BASE Engineering design/builds to specialized OEM and fleet requirements.

For additional information please call toll free 1.800.924.1010 or e-mail sales@baseng.com
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